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Delineation of Areas Contributing Recharge to 
Municipal Wells in Three Selected Confined-Glacial 
Aquifers in Erie County, New York
By Richard M. Yager, Todd S. Miller, and John Thayer

ABSTRACT

Areas that contribute water to municipal wells 
screened in three glacial aquifers that supply water to 
the Village of Alden and the Towns of Collins and Hol­ 
land in Erie County were delineated through concep­ 
tual ground-water-flow models that were based on 
hydrogeologic information from previous studies. 
Seismic refraction profiles, stream-discharge measure­ 
ments, and streambed inspections were conducted to 
obtain additional information on depth to bedrock and 
the degree of hydraulic connection between aquifers 
and streams. Uncertainty in the location and extent of 
the areas contributing recharge to the municipal wells 
was examined through a comparison of areas delin­ 
eated with conceptual models representing alternative 
hypotheses concerning aquifer boundaries and hydrau­ 
lic properties; this comparison indicated what addi­ 
tional information would be needed to decrease the 
uncertainty in the contributing-area delineations.

The Village of Alden's municipal wells are 
screened in a shallow, confined aquifer overlain by 
fine-grained sediments deposited during a readvance 
of glacial ice. The ground-water system was simulated 
with a two-layer model representing the confined aqui­ 
fer and the underlying weathered-shale bedrock, and 
recharge to the confined aquifer was derived from 
downward leakage through the confining layer and 
underflow through the weathered bedrock from upgra- 
dient areas. MODFLOWP, a parameter-estimation 
method based on nonlinear regression, was used to 
calibrate the model to ground-water levels measured in 
18 wells and ground-water discharge to Spring Creek. 
Areas contributing recharge to four municipal wells 
ranged from 0.045 to 0.07 square miles, and from 7 to 
28 percent of this recharge originated as runoff from 
upland areas upgradient to the south; the remainder

was derived from precipitation on areas overlying the 
aquifer. Decreasing the vertical-leakage rate from 24 
to 10 inches per year in an alternative model increased 
the size of the contributing areas by 40 to 90 percent 
and increased the percentage of recharge that entered 
the aquifer from upland areas as underflow and 
unchanneled runoff by 10 to 40 percent.

The Town of Collins municipal well no. 1 is 
screened in a deep, confined sand and gravel aquifer in 
a buried bedrock valley eroded by a tributary to the 
ancestral Allegheny River valley. The confined aquifer 
is overlain by fine-grained sediments that are, in turn, 
overlain by an unconfined aquifer composed of allu­ 
vial and deltaic sand and gravel with a maximum 
thickness of 550 feet, except in areas near the valley 
walls where the aquifer extends to land surface. The 
confined aquifer is recharged at these exposures by 
precipitation and infiltration from streams and upland 
runoff, and at depth by underflow from upgradient 
parts of the buried bedrock valleys to the north, east 
and south. Ground-water flow was simulated with a 
one-layer numerical model representing average 
steady-state conditions in the confined aquifer. Two 
alternative models were considered: in model A a large 
conductance value (100 feet squared per day) was used 
along the head-dependent flow boundary to represent a 
large rate of recharge from the uplands, and in model 
B, a small conductance value (20 feet squared per day) 
was used to represent less recharge from the uplands. 
In model A, the areas contributing recharge to the 
municipal well within the aquifer and upland areas 
were 0.29 and 0.95 square miles, respectively, and all 
water pumped from the municipal well was derived 
from upland areas as underflow or unchanneled runoff. 
In model B, the contributing areas were 0.87and 2.0 
square miles, respectively, and 85 percent of the
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pumped water was derived from upland areas, while 
the remainder was derived from underflow through a 
buried-tributary valley now occupied by Clear Creek.

The Town of Holland's municipal well is 
screened in a deep, confined aquifer within a narrow, 
glacially scoured bedrock valley bordered to the south 
by the Lake Escarpment moraine. The confined aqui­ 
fer is overlain by lacustrine silt and clay deposited in a 
proglacial lake that formed between the moraine and 
the receding ice front. Ground-water flow through the 
confined aquifer was simulated with a two-layer 
model representing the confined aquifer and overlying 
glacial sediments, but the model was not calibrated 
because little information on ground-water levels and 
flow rates is available. The area contributing recharge 
to the Holland municipal well from morainal sedi­ 
ments covers an area of 0.063 square miles and pro­ 
vides about 35 percent of the water pumped from the 
well; the remainder of the recharge to the well flows 
through a part of the confined aquifer that covers 0.34 
square miles within the modeled area and extends 
southward to upgradient areas outside the modeled 
area. Decreasing the vertical hydraulic conductivity of 
the morainal sediments by a factor of 10 in an alterna­ 
tive model resulted in a decrease in the contribution 
from leakage through the morainal sediments to less 
than 10 percent of the flow to the well; the remainder 
of the water pumped from the well was derived mainly 
from underflow through the southern boundary.

INTRODUCTION

Accurate delineation of areas that contribute water 
to wells is an essential step in protecting the ground- 
water supplies from contamination. The U. S. Environ­ 
mental Protection Agency has recommended that 
municipalities adopt "Wellhead Protection" strategies 
to prevent ground-water contamination by regulating 
land use in areas that contribute water to public-supply 
wells (U. S. Environmental Protection Agency, 1987). 
The objective of these strategies is to define the surface 
area through which water enters the ground-water sys­ 
tem and eventually flows to wells, and to develop poli­ 
cies that minimize contamination in these areas.

The Erie County Department of Environment and 
Planning is assisting in the development of Wellhead 
Protection strategies for municipal wellfields screened 
in three confined glacial aquifers that provide water to 
the Village of Alden and the Towns of Collins and Hol­ 
land (fig. 1). The aquifers are glacial deposits of sand

and gravel that supply water to the three communities, 
each of which has less than 5,000 people. In 1994, 
the U. S. Geological Survey (USGS), in cooperation 
with the Erie County Department of Environment and 
Planning, began a 1-year study to delineate the areas 
contributing recharge to the municipal wells that tap 
these aquifers.

The Erie County Community Development Block 
Grant program, the Village of Alden, the Towns of 
Collins and Holland, and the New England Interstate 
Water Pollution Control Commission provided fund­ 
ing for the study. A companion study of the Onondaga 
Limestone, which provides drinking water to the Vil­ 
lage of Akron, was conducted as part of the same 
project (Kappel and Miller, 1996).

Purpose and scope

This report describes the hydrogeologic setting in 
each of three study areas and the ground-water-flow 
models used to delineate the contributing areas to con­ 
fined wells in each area. It presents maps showing the 
distribution of hydraulic head in the principal aquifer 
in each area and the contributing areas to the munici­ 
pal wells as indicated by the models. It also includes 
tables summarizing the inflows and outflows to each 
aquifer computed for average, steady-state conditions.
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METHODS OF ANALYSIS

Ground-water-flow models were developed to 
represent each of the three selected aquifers and to 
delineate the areas that contribute water to municipal 
wells. Hydrogeologic information from previous stud­ 
ies was supplemented by data from field surveys to 
construct numerical models of ground-water flow in 
each aquifer and to delineate the areas that contribute 
recharge to the wells. Where the boundaries and

2 Delineation of Areas Contributing Recharge to Municipal Wells in Confined Glacial Aquifers in Erie County, New York



43°

42 "30'

__________________79'

EXPLANATION

| | UNCONSOLIDATED AQUIFER

[//] AKRON/BERTIE LIMESTONE

^ ONONDAGA LIMESTONE

O MUNICIPAL WELL

78-30' 

I

NIAGARA COUNTY

Alden
. study 
**& creek area

CHAUTAUQUA 
COUNTY CATTARAUGUS COUNTY

4 6 8 10 MILES 

8 10 KILOMETERS

Base modified from U.S. Geological Survey digital data, 1:100,000,1983 
New York coordinate system, West zone

Figure 1. Map showing pertinent geographic features of Erie County, N.Y. and locations of study sites

Methods of Analysis 3



hydraulic properties of an aquifer were uncertain, 
alternative models of the aquifer were compared to 
investigate the reliability of the delineations. A rela­ 
tively extensive database was available for calibration 
of the Alden area model, but data for models of the 
Collins and Holland areas were insufficient; therefore, 
these models were not calibrated and based on a gen­ 
eral interpretation of the hydrogeologic framework and 
on limited information from wells and test borings.

The following section describes the analytical and 
numerical methods used to delineate the contributing 
areas then presents the methods used to estimate data 
required for model development; it also describes the 
delineation of contributing areas from model results.

Principles of Analytical and Numerical 
Methods

Areas that contribute ground water to wells can 
be delineated through (1) analytical methods based on 
equations that describe aquifers that have simple 
dimensions, or (2) numerical methods that use com­ 
puter models to represent aquifers that have irregular 
and complicated dimensions. Analytical methods, 
such as the Wellhead Protection Area (WHPA) model 
(U. S. Environmental Protection Agency, 1990), are 
generally easy to apply and are useful for preliminary 
analyses of factors that control the size of contributing 
areas, such as the pumping rate and aquifer transmis- 
sivity. These methods apply the drawdown induced by 
pumping and the regional hydraulic-head distribution 
to delineate the area contributing recharge to the well 
through a particle-tracking technique. Analytical 
methods do not accurately represent aquifer systems 
with three-dimensional flow and irregular boundaries, 
however, and are not appropriate for delineating con­ 
tributing areas to wells where the hydrologic bound­ 
aries that control the rate and direction of ground- 
water flow are unknown (Morrisey, 1987).

Numerical methods can be used to represent con­ 
ditions that are not easily incorporated in analytical 
methods, such as flow to wells from streams, flow to 
wells that do not penetrate the full aquifer thickness, 
and flow in multilayer aquifer systems. Three-dimen­ 
sional models of hypothetical aquifer systems can be 
constructed to incorporate several factors that affect 
the size and shape of areas contributing recharge to 
wells (Momssey, 1987; Reilly and Pollock, 1993). 
The construction and calibration of such models are

generally costly, however, and require extensive infor­ 
mation from subsurface investigations.

Numerical methods also can be applied to con­ 
ceptual models that represent hypothesized aquifer 
conditions to delineate ground-water contributing 
areas where extensive information is unavailable, but 
the resulting delineation is less certain than would be 
obtained with a calibrated numerical model. The con­ 
ceptual numerical model can be used to represent con­ 
ditions that can be easily measured, however, such as 
the topography and streambed elevations, or factors 
previously estimated for similar aquifer settings, such 
as recharge from precipitation. A preliminary calibra­ 
tion can be made from reported pumping rates, mea­ 
sured ground-water levels, and estimates of 
transmissivity or other aquifer properties.

Uncertainty in the location of the area contribut­ 
ing recharge to a well can be illustrated by comparing 
the areas delineated by conceptual models that repre­ 
sent alternative interpretations of aquifer boundaries 
and properties. Differences among these interpreta­ 
tions reflect differing estimates of aquifer properties, 
recharge rate, aquifer extent, or type of boundaries. 
Selection of the largest contributing area for an 
assumed set of possible aquifer conditions can allow 
for the uncertainty in aquifer properties and bound­ 
aries in the delineation of the area contributing 
recharge to a'well. The analysis can also indicate what 
additional information is needed to determine which 
models best represent conditions in the aquifer; this 
additional information can then be used to improve the 
model and reduce uncertainty in the interpretation of 
model results.

Determination of Aquifer Characteristics

Aquifer characteristics that were measured or 
estimated in this study were (1) depth to bedrock, (2) 
aquifer transmissivity, (3) rate of recharge, (4) ground- 
water levels, and (5) ground-water discharge to 
streams.
Depth to bedrock   Seismic-refraction surveys were 
conducted in areas of insufficient data (Holland and 
Collins) to supplement well data for use in mapping 
the bedrock-surface altitude. These surveys yielded the 
depth to bedrock that underlies the sand and gravel 
aquifers along a continuous transect. Seismic-refrac­ 
tion techniques used in this study are described by 
Haeni (1988). Explosives were used as an energy 
source because the bedrock surface is relatively deep
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in both study areas, typically more than 100 ft below 
land surface. A series of 12 geophones were spaced 50 
and 100 ft apart on the ground, and arrival times of 
compressional waves generated by explosives were 
recorded and plotted as a function of source-to-geo- 
phone distances. The distribution of arrival times was 
analyzed (for a two- or three-layer system) to calcu­ 
late depths to water and bedrock through a computer 
program discussed in Scott and others (1972). 
Aquifer transmissivity -- This term was estimated from 
the specific capacities (Q/s) of municipal wells by the 
following relation (Todd, 1980, eq. 4.70):

Q/s = 23 Tt
-i

(1)

where Q is well discharge (L3T ! ), 
s is drawdown (L),

T is transmissivity (L2T-1 ),
t is time of pumping (T),
rw is well radius (L), and

S is storativity (dimensionless).'

Rates of recharge   Recharge rates were estimated 
from mean annual runoff values reported for western 
New York in Lyford and Cohen (1988, fig. 3) and 
rates of upland recharge reported in Morrissey and 
others (1988). Upland recharge rates in Morrissey 
and others (1988) were developed for unconfined 
glacial aquifers surrounded by till-covered bedrock 
uplands. These rates were assumed to represent the 
maximum recharge rate for the confined glacial 
aquifers in this study because hydraulic connections 
with till-covered bedrock uplands are limited by the 
lower permeability of fine-grained sediments in con­ 
fining or semiconfining layers. 
Ground-water levels   Hydraulic heads were 
obtained from records of ground-water levels in 
wells and test borings.
Ground-water discharge to streams ~ Streambed 
surveys and streamflow measurements were con­ 
ducted along streams in some areas to identify pos­ 
sible ground-water discharge areas and to measure 
rates of discharge in selected areas.

Development of Ground-Water Flow 
Models

Ground-water flow models representing the aqui­ 
fer geometry and estimates of aquifer properties of 
each aquifer were developed using the computer pro­ 
gram MODFLOW (MacDonald and Harbaugh, 1988). 
The resulting hydraulic-head distributions were used 
to determine the direction and rates of ground-water 
flow and to calculate a water budget for each aquifer. 
Values representing aquifer properties and model 
boundaries were adjusted until the models could 
approximate field measurements of hydraulic head and 
ground-water flow.

A sufficient number of water-level measurements 
in the Alden area were available for use of nonlinear 
regression techniques to estimate values using the 
computer program MODFLOWP (Hill, 1992). This 
program computes values that minimize differences 
between observed and calculated values of hydraulic 
head and ground-water-flow rates. Values of hydraulic 
properties for the Holland and Collins models were 
estimated from specific capacities of municipal wells, 
or specified from the literature.

In all these models, underflow to or from areas 
beyond aquifer boundaries was represented by head- 
dependent-flow boundaries through which the rate of 
flow was proportional to (1) the difference in hydraulic 
head between the aquifer and the boundary, and (2) a 
conductance term representing the rate of flow from 
the boundary to the aquifer (eq. 2). Heads higher than 
the potentiometric surface of the aquifer were speci­ 
fied along boundaries with upgradient areas that pro­ 
vide a source of recharge, and heads lower than the 
potentiometric surface were specified along bound­ 
aries adjacent to downgradient areas that serve as 
regions of ground-water discharge. Head estimates 
were based on the altitude of perennial streams and 
wetland areas. The conductance term, C, required for 
head-dependent-flow boundaries is defined as:

KA 
I

(2)

where K is hydraulic conductivity of the boundary
material (LT 1 ),

A is cross-sectional flow area along bound­ 

ary (L2), and
/ is spacing between model cells at boundary 

(L).

Methods of Analysis 5



Boundaries between aquifers and streams were 
represented either as drains, where leakage to the 
stream is proportional to (1) the difference between 
head in the aquifer and head in the drain, and (2) the 
drain conductance, or as streams with streamflow rout­ 
ing (Prudic, 1989), where leakage to or from streams 
is proportional to (1) the difference between head in 
the aquifer and head in the stream, and (2) the stre- 
ambed conductance. The drain or streambed conduc­ 
tance for each model cell containing a stream was 
computed from equation 2 with K equal to the vertical 
hydraulic conductivity of the streambed, / the thick­ 
ness of the streambed, and A the area of the stream 
reach within the model cell.

Hydraulic heads and flow rates computed by the 
models were then used to generate ground-water flow 
paths through the modeled areas with the particle- 
tracking routine MODPATH developed by Pollock 
(1989). Source areas for discharge boundaries repre­ 
sented in the models were delineated by a forward- 
tracking technique that traces particles from each 
model cell to a discharge boundary. The contributing 
areas to municipal wells were then delineated by plot­ 
ting the locations of cells from which particles move 
to the boundary representing the well. The total rates 
of recharge to each contributing area were obtained as 
the sum of contributions from each model cell along 
model boundaries within the contributing area.

The term "contributing area" as used in this report 
refers to the areal projection at land surface of the vol­ 
umetric portion of the confined aquifer from which 
water is diverted to a pumped well, it is also referred to 
as the "zone of contribution" by Morissey (1987). For 
an unconfined aquifer, the term "contributing area" has 
been defined as the area from which water entering the 
ground-water system at the water table flows to (and 
discharges from) a pumped well (Reilly and Pollock, 
1993). Therefore, the vertical leakage of precipitation 
to the water table within the contributing area is the 
major source of recharge to the pumped well. For the 
confined aquifers in this study, however, vertical leak­ 
age within the contributing areas is limited by the low 
permeability of confining or semiconfining layers, so 
that unchanneled runoff and underflow from the 
adjoining bedrock uplands also is a major source of 
recharge to the pumped wells. Upland areas outside 
the modeled area that contribute recharge to municipal 
wells were delineated after an inspection of topo­ 
graphic maps to identify the watersheds that drain to 
the model boundary within the contributing area. The

volume of recharge from upland areas was then com­ 
puted as the sum of flow through the model boundary.

DELINEATION OF AREAS CONTRIBUTING 
RECHARGE TO MUNICIPAL WELLS

Ground-water flow models were developed for 
the three aquifers that provide drinking water for the 
Village of Alden and the Towns of Collins and Hol­ 
land. The Alden area aquifer model was calibrated to 
measured ground-water levels and ground-water dis­ 
charges to Spring Creek through MODFLOWP (Hill, 
1992); the other two models were not calibrated 
because field data were insufficient, but were adjusted 
to represent assumed directions of ground-water flow. 
The areas contributing recharge to municipal wells in 
these three areas under average, steady-state condi­ 
tions were delineated from model results through par­ 
ticle-tracking techniques.

Alden Study Area

The aquifer serving the Village of Alden, in east­ 
ern Erie County, is bordered by Ellicott and Cayuga 
Creeks (fig. 2). The Village's water supply consists of 
four wells that supply about 300,000 gal/d (40,000 ft3/ 
d) to 2,450 people. Three drilled wells (nos. 2, 3, and 
4 in fig. 2) are finished at the top of bedrock, and well 
depths range from 36 to 45 ft below land surface. Well 
no. 1 was dug in 1900 to a depth of 14 ft. The wells 
are screened in a confined (or semiconfined) sand and 
gravel aquifer 15 to 20 ft thick that overlies the bed­ 
rock. Water from the Alden wells generally meets the 
State drinking-water standards but is treated to remove 
iron and hydrogen sulfide (Bruce Sitzman, Village of 
Alden, oral commun., 1995).

Hydrogeologic setting

The confined aquifer screened by municipal wells 
lies just north of the Marilla Moraine (fig. 1), a till 
deposit formed by a temporary ice stand about 12,500 
years ago (Fullerton, 1980). The sand and gravel that 
forms the confined aquifer could have been deposited 
by meltwaters at the ice front as it passed through the 
area before the Marilla Moraine was formed, or by 
northward-flowing streams draining into the proglacial 
lake that formed between upland areas to the south and 
the receding ice front to the north. Some time after the 
deposition of the sand and gravel, a readvance of the

6 Delineation of Areas Contributing Recharge to Municipal Wells in Confined Glacial Aquifers in Erie County, New York
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ice front formed the Marilla Moraine and deposited a 
layer of fine-grained till probably derived largely from 
the sediments of the proglacial lake over the sand and 
gravel. After the ice receded northward again, the 
Alden area was covered by relatively long-lived pro- 
glacial Lake Warren (Calkin, 1970). Beach ridges of 
sand and gravel were deposited at the shore of Lake 
Warren, where they form an unconfined aquifer (fig. 1) 
overlying the till.

Relatively little information on the stratigraphy of 
glacial deposits in the Alden area is available; there­ 
fore, the thickness of the confined aquifer, the uncon­ 
fined aquifer, and the semiconfining layer between

them is uncertain in many areas. A generalized section 
by Miller and Staubitz (1985) (fig. 3) was based on 
two complete stratigraphic logs and notes from a local 
well driller. The confined aquifer ranges from 5 to 20 
ft thick and is overlain up to 20 ft of less permeable 
material. The unconfined aquifer is 10 to 20 ft thick, 
but few wells are completed in this aquifer because the 
saturated thickness is generally 5 ft or less. The extent 
of the unconfined aquifer can be readily identified 
from land-surface topography and soils maps. The 
extent of the confined aquifer is uncertain, but it is bor­ 
dered to the south by till deposits of the Marilla 
Moraine. If the confined aquifer was deposited by

Delineation of Areas Contributing Recharge to Municipal Wells 7



upland streams, the aquifer probably does not extend 
far to the north and probably has a shape of an alluvial 
fan. Alternatively, if the material was deposited by 
meltwater from the ice, the aquifer could extend fur­ 
ther north and could be irregularly shaped. The lateral 
extent of the semiconfining layer separating the aqui­ 
fers is uncertain also.

The confined aquifer is recharged by precipitation 
that falls directly on the overlying unconfined aquifer 
and percolates through the semiconfining layer, and by 
underflow and unchanneled runoff from upgradient 
upland areas to the south. Recharge from precipitation 
over the aquifer is controlled by the rate of vertical 
leakage through the semiconfining layer overlying the 
confined aquifer. The recharge rate is probably high in 
areas where the semiconfining layer is thin or absent, 
and lower where the confining layer is thick. Under­ 
flow from upgradient areas is controlled by the 
hydraulic conductivity of the Devonian shale bedrock 
that underlies the aquifer. Ground water in the bed­ 
rock that recharges the aquifer probably flows through 
the weathered upper 5 to 10 ft of shale.

Water discharges from the confined aquifer to 
wells, springs, and perennial streams that cross the 
aquifer, and to downgradient areas to the northwest. 
Streamflow measurements along a 1,000-ft reach of 
Spring Creek where the streambed intersects the con­ 
fined aquifer (fig. 2) during low-flow conditions in 
November 1994 indicated a rate of ground-water-dis­ 
charge to the creek of about 0.3 ft3/s (25,000 ft3/d). A 
streambed survey revealed sand and gravel in all 
streams bordering the unconfined aquifer, indicating 
that the stream channels penetrate the unconfined 
aquifer. Upward discharge from the confined aquifer 
to stream channels might occur as vertical leakage 
through the semiconfining layer in areas where the 
streambed overlies the top of the confined aquifer.

Model design

Ground-water flow was simulated as a two-layer 
system consisting of the confined sand and gravel 
aquifer (layer 1) and the underlying weathered bed­ 
rock (layer 2). Three steady-state simulations (mod-
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els A, B, and C) were calibrated to ground-water 
levels measured in 18 wells during 1978-82 (fig 2) 
(Miller and Staubitz, 1985) and ground-water dis­ 
charge to Spring Creek as determined by two stream- 
flow measurements made in November 1994. Water 
levels in 14 of the 18 wells were measured in Novem­ 
ber 1982, a year in which the annual precipitation at 
Buffalo (fig. 1) was 41.1 in., which is about 2.5 in. 
greater than the average (National Oceanic and Atmo­ 
spheric Administration, 1983). No long-term well 
hydrographs from the Alden area were available, but 
the 1978-82 measurements are assumed to represent 
average, steady-state conditions.

The lateral boundaries of the modeled area coin­ 
cide with the boundaries of the unconfined aquifer. 
The modeled area encompasses 3.8 mi2 and was rep­ 
resented by a uniformly spaced grid containing 64 
rows and 131 columns. It contains 2,684 active cells, 
each of which represents 200 ft by 200 ft (about 1 
acre). Discharge boundaries in layer 1 (confined 
aquifer) included wells, perennial streams, and springs 
(figs. 4, 5). The altitude of boundaries representing 
streams and springs was estimated from 1:24,000- 
scale topographic maps. Other lateral boundaries in 
layer 1 correspond to areas where the confined aquifer 
is bordered by poorly permeable materials, including 
till and lacustrine sediments, and are specified as no- 
flow boundaries. Layer 1 is recharged by downward 
leakage of precipitation from the unconfined aquifer 
through the semiconfining layer (fig. 4). Additional 
recharge from leakage from the village's water-distri­ 
bution system (conveyance losses) is estimated to con­ 
stitute 18 percent of the total amount pumped, or 7,000 
ft3/d (Bruce Sitzman, Village of Alden, oral commun., 
1995). These losses are represented by increased 
recharge to layer 1 along the part of the southern 
boundary that lies within the village (fig. 5). Lateral 
boundaries in layer 2 (weathered bedrock) are speci­ 
fied as head-dependent flow to provide underflow to 
the modeled area from upgradient sources and from 
the modeled area to downgradient areas (figs. 4, 5). 
The distribution of hydraulic head along these bound­ 
aries in layer 2 was estimated from altitudes of ponds 
and streambeds of perennial streams. Streams cross­ 
ing the modeled area were represented as drains.

Aquifer properties specified in the model 
(table 1) were assigned a fixed value from the litera­ 
ture or estimated by nonlinear regression. Transmis- 
sivity of the weathered shale bedrock was assigned a

^value of 25 ft/d, as calculated from a range of trans-

South North

U

Tsg >

Tb >

Layer 1
K (confined sand and gravel) . i XY

f Layer 2 
(Bedrock)

U

EXPLANATION

Rv recharge through vertical leakage

Rc recharge from conveyance losses

U underflow through weathered bedrock

TSg transmissivity of confined aquifer

TD transmissivity of weathered bedrock

Kv vertical hydraulic conductivity of weathered 
bedrock

^ direction of flow

Figure 4. Diagram showing model representation of ground- 
water flow through glacial sediments and weathered bedrock 
in models of Alden area, Erie County, N.Y.

missivity values (1 to 500 ft2/d) obtained from 
hydraulic tests of weathered shale in other studies in 
similar areas (Lapcevic and Novakowski, 1993; 
Dames and Moore, 1992). The vertical hydraulic con­ 
ductivity of the weathered bedrock was assumed to 
determine the rate of vertical leakage between the 
weathered bedrock and the confined aquifer and was 
assigned a value of 1 ft/d, about one-half the horizon­ 
tal hydraulic conductivity.

Values for five aquifer hydraulic properties 
were estimated through nonlinear regression for 
each of the three models. In model A, the transmis­ 
sivity of the confined aquifer was estimated to be 
2,100 ft2/d, about one-half the transmissivity values 
estimated from equation 1 and the specific capaci­ 
ties of Alden wells no. 3 and 4 (14 and 18 [gal/min]/ 
ft, respectively). Recharge from downward leakage 
through the semiconfining layer was estimated to be 
5.6 x 10"3 ft/d or 24 in/yr, greater than the estimate
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Figure 5. Map showing boundary conditions in the models of Alden area, Erie County, N.Y.

of 18 in/yr obtained from average annual base flow 
(Lyford and Cohen, 1988, fig. 3). Higher and lower 
values of transmissivity and recharge were consid­ 
ered in models B and C as discussed below. The 
conductance values for model boundaries corre­ 
sponding to streams and springs represent poorly 
permeable materials that could impede the dis­ 
charge of ground water to these boundaries. Con­ 
ductance values estimated by nonlinear regression 
for boundaries representing small and large streams 
were nearly equal to or greater than the value for 
conductance between adjacent model cells and had 
little effect on model results. Conductance values

estimated for boundaries representing springs were 
much smaller than conductance values between model 
cells and decreased the rate of ground-water discharge 
through these boundaries.

Simulated ground-water flow

The hydraulic heads computed by model A (inter­ 
mediate transmissivity and recharge rate) for average 
steady-state conditions in the confined aquifer indicate 
that ground water flows northward and westward from 
the southern upland boundary toward streams and 
springs (fig. 6). A ground-water divide in the western
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Table 1. Values assigned to aquifer properties in ground water flow models 
in Alden area
[ft/d, feet per day; ft2/d, feet squared per day; ft3/d, cubic feet per day]

Model Variables
Values estimated 

through nonlinear regression*

Aquifer property

Value assigned
from published

literature Model A Model B Model C

Transmissivity (ft2/!])
confined aquifer
weathered bedrock 25

Vertical hydraulic 
conductivity (ft/d)

confined aquifer 200 
weathered bedrock 5

2,100 4,000*

*A. intermediate transmissivity and recharge rate 
B. high transmissivity and recharge rate 
C. low transmissivity and recharge rate

** fixed value in nonlinear regression

860

Recharge (ft/d)
vertical leakage
conveyance losses 10"2

Conductance (ft*/d)
springs
small streams
large streams

Model results
Standard error (ft)
Computed discharge to
Spring Creek (ft3/d)

5.6x10°

66
14,000
35,000

7.3
59,000

6.6xlO'3

23
2900

27,000

8.7
78,000

2.3 xlO-3**

15
3300

26,000

7.6
17.000

part of the aquifer separates ground water flowing 
southwestward to Cayuga Creek from water flowing 
northward to Ellicott Creek and its adjoining tributary. 
Ground water in the eastern part of the aquifer gener­ 
ally flows westward toward Spring Creek. Differences 
between hydraulic heads computed by the model and 
those measured at 18 wells screened within the aquifer 
are generally less than 6 ft, although the computed 
heads at three wells were 12 to 14 ft higher  these 
were wells 945 and 946 near Cayuga Creek and well 
963, near the eastern aquifer boundary (fig. 6).

Rates of ground-water flow to and from the mod­ 
eled area were calculated as the sum of contributions 
to or from each model cell within recharge areas and 
along discharge boundaries (table 2). Results indicate 
that vertical leakage through the semiconfining layer

accounted for nearly all water entering the confined 
aquifer. About 85 percent of the ground water that 
exited the modeled area discharged to streams, two of 
which (Cayuga Creek and the middle tributary to Elli­ 
cott Creek) accounted for 70 percent of the total 
ground-water discharge; pumping from the four 
municipal wells accounted for 6 percent of the total 
discharge, and discharge to Spring Creek accounted 
for the remaining 10 percent of the total ground-water 
discharge (59,000 ft3/d). This is close to the value of 
62,200 ft3/d obtained by applying the measured dis­ 
charge (0.3 ft3/s per 1,000 ft of channel) to the 2,400-ft 
reach of Spring Creek represented in the model, 
although some of the assumed discharge could be 
derived from the overlying unconfined aquifer.

Delineation of Areas Contributing Recharge to Municipal Wells 11
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Figure 6. Map showing steady-state distribution of hydraulic head in Alden area, Erie 
County, N.Y. as computed by model A

Whereas water in most of the western part of the 
aquifer discharges primarily to Cayuga Creek and the 
middle tributary to Ellicott Creek, water in the eastern 
part discharges to Spring Creek and smaller tributaries 
to Ellicott Creek (fig. 7A). The areas contributing 
recharge to the four municipal wells range in size from 
0.05 to 0.07 mi2 (29 to 45 acres). Ground water that 
enters the confined aquifer (assumed effective porosity 
= 0.2) at the southern boundary takes 1 to 2 years to 
reach the municipal wells. Less than 7 percent of the 
water pumped from municipal wells originates as 
underflow and runoff from upland areas south of the 
aquifer, except for well no. 2, which derives 28 percent 
from upland areas (table 3).

Reliability of estimates

The principal factor that limits the reliability of 
model results is uncertainty as to the rate of ground- 
water flow through the confined aquifer. Nonlinear- 
regression estimates of aquifer transmissivity and ver­ 
tical leakage through the semiconfining layer are sen­ 
sitive to the rate of ground-water discharge to streams. 
The estimated transmissivity value was less than the 
minimum value calculated from specific-capacity data, 
and the estimated vertical-leakage rate was greater 
than the recharge rate calculated from average annual 
base flow. Therefore, two alternative models (B and 
C) were calibrated through nonlinear regression to 
determine the effect of these factors on the size of the
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Table 2. Water budget for confined aquifer at Alden under average steady-state conditions in model A 
(intermediate transmissivity and recharge rates)
[Flow rates are in thousands of cubic feet per day]

Inflow
Percentage 

Source Rate of total

Vertical leakage 593.0 97

Conveyance loss 7.0 '

Underflow '3.9 2

Total 613.9 100

Discharge

Location

Alden wells

Underflow

Springs

Spring Creek

Ellicott Creek

Cayuga Creek

Other tributaries

Percentage 
Rate of total

38.7

40.4

7.6

58.6

38.4

152.3

277.9

613.9

6

7

1

10

6

25

45

100

areas contributing recharge to municipal wells. Both 
gave larger differences between observed and pre­ 
dicted heads and flows than model A and, therefore, 
are not more plausible. The results illustrate the 
model's sensitivity to changes in aquifer transmissivity 
and vertical leakage, however.

In model B, the aquifer transmissivity was fixed 
at 4,000 ft2/d~the average value obtained from spe­ 
cific-capacity data for municipal wells no. 3 and no. 4 
and nearly twice the value used in model A. The 
regression estimate of vertical leakage from the uncon- 
fined aquifer was increased about 20 percent from 5.6 
x 10'3 ft/d (24 in/yr) in model A to 6.6 x 10'3 ft/d 
(29 in/yr)-- a value that is slightly less than the average 
recorded precipitation rate of 34 in/yr and appears to 
be too large (table 1). The average error in predicted 
heads increased by 40 percent, and the predicted flow 
to Spring Creek increased more than 30 percent  from 
59,000 ft3/d in model A to 78,000 ft3/d in model B. 
The resulting contributing areas to the municipal wells 
were slightly smaller than those delineated with model 
A, except the area for well no. 1, which increased 24 
percent from 0.045 to 0.056 mi2 (29 to 36 acres).

Model C represented an extensive confining layer 
with the vertical-leakage rate fixed at 2.3 x 10"3 ft/d 
(10 in/yr), which is half the value used in model A and 
is equal to the median hydraulic-conductivity value 
obtained for fine-grained glacial sediments in the Nia­ 
gara Falls area, 30 mi to the northwest (fig. 1) (E. C. 
Jordan Co., 1985; Conestoga-Rovers and Associates 
and Woodward-Clyde Consultants, 1990). This is rea­ 
sonable because, under a unit hydraulic gradient (1:1), 
the rate of vertical leakage through an extensive con­ 
fining layer of saturated fine-grained sediments is

equal to the vertical hydraulic conductivity. From this 
assumption, (1) the transmissivity value estimated by 
regression decreased 59 percent, from 2,100 ft2/d in 
model A to 860 ft2/d, (2) the average error in predicted 
heads increased by 10 percent, and (3) the predicted 
discharge to Spring Creek decreased 75 percent to 
17,000 ft3/d, about one-quarter the estimated inflow 
along the 2,400-ft reach (table 1). In model C, the 
amount of water pumped from the municipal wells 
accounted for 14 percent of the total ground-water dis­ 
charge, over twice the amount computed with model 
A, and the sizes of the contributing areas to the 
municipal wells increased by 40 to 90 percent 
(fig. 7B). The volume of pumped water that was 
derived from upgradient areas beyond the boundary of 
the confined aquifer was 10 to 40 percent of the total 
volume pumped, except for well no. 1, which derived 
essentially all pumped water from within the boundary 
of the confined sand and gravel aquifer (table 3).

Results obtained from models A and C suggest 
that, whereas large aquifer-transmissivity values have 
little effect on the size of contributing areas, small 
transmissivity values significantly increase the size of 
the contributing area. Restricted vertical leakage 
through the semiconfining layer also would increase 
the size of the contributing area and require a smaller 
aquifer transmissivity value in model simulations to 
reproduce the measured distribution of hydraulic head. 
A vertical leakage rate smaller than the value obtained 
with model A would be expected if the semiconfining 
layer is more extensive or thicker than assumed, or if 
recharge to the unconfined aquifer is less than the esti­ 
mated leakage rate. The large contributing areas indi­ 
cated by model C (fig. 7B) would be a useful basis for
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Table 3. Sizes of areas contributing recharge to municipal wells, and estimated recharge from upland runoff, in models 
of Alden area
[Well locations are shown in fig. 7.]

Model A

Well

No. 1

No. 2

No. 3

No. 4

Pumping rate 
(thousands 
of cubic feet 

per day)

3.3

12.1
10.6
12.6

Area 
(mi2)

.045

.056

.061

.07

Percentage of 
pumpage 

derived from 
upland runoff

0

28

5
7

Model B

Area 
(mi2)

.056

.044

.044

.061

Percentage of 
pumpage 

derived from 
upland runoff

0

33
5
9

Model C

Area 
(mi2)

.063

.094

.11

.13

Percentage 
derived from 
upland runoff

2

40

9
13

wellhead-protection measures that require a conserva­ 
tive estimate of contributing-area size.

The uncertainty in aquifer conditions and in size 
and shape of contributing areas delineated from model 
simulations can be decreased if certain information on 
the rate of ground-water flow through the aquifer were 
refined. For example: (1) measurements of streamflow 
during periods of low flow to estimate ground-water 
discharge to streams, especially for Cayuga Creek and 
the large tributary to Ellicott Creek, would allow 
improved estimates of aquifer transmissivity and the 
rate of vertical leakage through the confining layer; (2) 
test drilling would provide data on the extent and 
thickness of the semiconfining layer; and (3) installa­ 
tion of monitoring wells in weathered bedrock in 
upgradient areas south of the aquifer would provide 
information on the rate of underflow to the aquifer 
from areas beyond the boundary of the confined sand 
and gravel aquifer.

Collins Study Area

The Town of Collins is in the southern part of 
Erie County (fig. 1). Two municipal wells supply 
water to three water districts in the town, but only the 
westernmost municipal well, locally known as well 
no. 1 on Taylor Hollow Road (USGS well no. 932, fig. 
8), was investigated during this study. Well no. 1 is 1.8 
mi northwest of the Hamlet of Collins (fig. 8). The 
well is 129 ft deep, has an 18-in.-diameter casing, and 
is screened from 119 to 129 ft below land surface in a 
confined sand and gravel aquifer in the Clear Creek 
valley. It is typically pumped at a rate of 365 gal/min 
for 2 to 3 hours each day and supplies from 70,000 to 
85,000 gal/d to 1,100 people (Daniel Stroud, Collins

Water Department, oral commun., November 28, 
1994). The chemical quality of water from the Collins 
well generally meets the State drinking-water stan­ 
dards (Daniel Stroud, written commun., 1995).

Hydrogeologic Setting

The study area is characterized by buried and 
partly buried valleys filled with glacial drift deposited 
during Wisconsinan time 13,000 to 14,000 years ago, 
mostly during the last deglaciation of western New 
York (Muller and Calkin, 1993). Some older, pre-Wis- 
consinan glacial deposits overlying bedrock are 
exposed in bluffs along the Clear Creek channel near 
Collins (Calkin and others, 1982) and may also lie in 
deep zones of glacial drift in buried valleys. Multiple 
advances and retreats of the ice in the study area have 
resulted in deposition of a complex and heterogeneous 
mix of till, and of glaciofluvial and glaciolacustrine 
sediments in the valleys.

The surficial deposits in the study area were 
mapped by Muller (1977), but little is known about 
their stratigraphy in deep zones of the valleys. General­ 
ized geologic sections showing the stratigraphy in the 
study area (fig. 9) are based on several well records that 
indicate that the upper parts of the valley-fill deposits 
consist of 10 to 90 ft of alluvial and deltaic sand and 
gravel, underlain by 50-to-350-ft-thick sequence of 
mostly fine-grained sediments (till and glaciolacustrine 
fine sand, silt, and clay) that, in turn, is underlain by a 
basal sand and gravel 10 to 80 ft thick. This basal sand 
and gravel deposit probably consists of subglacial-gla- 
ciofluvial deposits such as eskers and esker fans depos­ 
ited by subglacial meltwater streams and overlies 
Devonian shale, which forms the bottom of the aquifer. 
Results of seismic-reflection surveys in Finger Lake
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valleys of Central New York by Mullins and others 
(1991) suggest that meltwaters that flowed beneath the 
glacier were "feeders" of coarse-grained sediments to 
the moraines that were deposited at the ice front.

The surficial alluvial and deltaic deposits, where 
present, form an unconfined aquifer in the Collins 
study area, and the till and glaciolacustrine deposits 
form a confining unit that overlies the basal sand and 
gravel deposits, which form a confined aquifer. Munic­ 
ipal well no. 1 taps the confined sand and gravel aqui­ 
fer in the buried-tributary valley, now occupied by 
Clear Creek, that is close to the junction with the 
ancestral Allegheny River buried valley now occupied 
by Cattaraugus Creek (fig. 10). During early glaciation

of southwestern New York, the advancing ice sheet 
blocked the ancestral Allegheny River, which had 
flowed northwestward in a 1-mi-wide valley that 
extended from the southwestern part of New York to 
Gowanda and eventually to the Lake Erie basin 
(Muller and Calkin, 1993). The Allegheny River was 
diverted southwestward by the ice, and now flows into 
the Ohio River basin. Subsequent deposition filled the 
buried ancestral Allegheny River Valley with more 
than 500 ft of sediment in the study area.

Results of two seismic-refraction surveys in the 
vicinity of well no. 1 (fig. 8) indicate that glacial drift 
in the buried-tributary valley ranges in thickness from 
100 to 200 ft and that bedrock is within several feet of
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Figure 8. Map showing geographic features, aquifer boundary, and altitude of bedrock surface in the Collins area
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the bottom of well no. 1, suggesting that the well taps 
the confined, basal sand and gravel aquifer. A few well 
records indicate that the aquifer is typically 50 ft thick 
along the middle of the valley and thins to 10 to 20 ft 
thick along the edges. Confined aquifers that overlie 
bedrock are common in valleys of western and central 
New York (Miller, 1988, and Mullins and others, 
1991). Records of gas wells and water wells in the 
ancestral Allegheny River valley indicate as much as 
550 ft of unconsolidated sediment in the valley and a 
confined basal sand and gravel aquifer at the bottom of 
the valley. In this study, the basal aquifers in both the 
ancestral Allegheny River valley and Clear Creek val­ 
ley were assumed to be hydraulically connected.
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Figure 10. Map showing pertinent geologic features of 
Collins area, Erie County, N.Y. and location of modeled area 
(General location is shown in fig. 1)

Water pumped from well no. 1 could be derived 
from, or could affect water levels in the buried tribu­ 
tary valley occupied by Clear Creek and the much 
deeper buried ancestral Allegheny River valley 
because the well is near their junction (fig. 10); 
therefore, the modeled area includes parts of both 
buried valleys. These areas warrant investigation 
because ground water in the Clear Creek valley 
probably flows westward and discharges to 
Cattaraugus Creek in the ancestral Allegheny River 
valley, as does surface water.

The confined aquifer in the buried tributary valley 
now occupied by Clear Creek is recharged by (1) pre­ 
cipitation that infiltrates to the water table where the 
aquifer crops out at land surface at either the Gowanda 
moraine or the Lake Escarpment moraine along the 
east and south edges of the study area or both (figs. 1 
and 8), (2) infiltration of runoff and lateral flow of 
ground water from unchanneled upland hillsides along 
the Gowanda moraine, where it is adjacent to the 
northeast side of the valley, (3) infiltration of stream- 
flow from Clear Creek and tributary streams that flow 
over the unconfined aquifer where it crops out in some 
places along the edges of the valley, and (4) underflow 
from upgradient parts of the buried bedrock valleys to 
the north, east, and south. Water discharges from the 
confined aquifer (1) by flowing to pumped wells, (2) 
as underflow to the west in the ancestral Allegheny 
River valley, and (3) by seeping into the Cattaraugus 
Creek along the south edge of the valley.

The few exposures of glacial-drift deposits along 
the edges of the valley within the modeled area indicate 
that the sand and gravel deposits that are found at depth 
in the buried valley extend up the valley wall, where 
they are typically overlain by thin layers of till, sand 
and gravel, and glaciolacustrine sediments. These fine­ 
grained deposits, where present, could restrict aquifer 
recharge from upland areas. Locally, the streams have 
removed the fine-grained deposits, leaving the basal 
sand and gravel aquifer exposed at land surface.

Model Design

Ground-water flow was simulated with a one- 
layer, numerical model representing average, steady- 
state conditions in the basal confined aquifer in the 
buried valleys. Simulation results can be interpreted 
only qualitatively because the ground-water-level and 
streamflow measurements were insufficient for model 
calibration. Nevertheless, the model illustrates impor­ 
tant characteristics of the ground-water-flow system.
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A rectangular finite-difference grid (fig. 11) was 
superimposed on a map of the study area to discretize 
the hydrogeologic conditions of the conceptual model. 
The grid represents an area of 12.1 mi and contains 
125 rows and 175 columns with uniform-sized cells, 
each representing 200 x 200 ft. The model contains 
8,409 active cells.

The model represents the confined aquifer that 
overlies bedrock in the buried valleys. Several types of 
boundary conditions (fig. 11) were specified in the 
model to represent sources of recharge and areas of 
discharge. Natural hydrologic boundaries were used 
where possible, but arbitrary boundaries were used at 
certain locations to limit the size of the modeled area 
because the aquifer extends many miles beyond the 
study area. The arbitrary boundaries were placed far 
enough from the municipal well that they would have 
little effect on model results in this area.

Boundaries representing (1) the bottom of the 
aquifer (contact between the sand and gravel and the 
shale) and (2) top of the aquifer (contact between sand 
and gravel and overlying till and glaciolacustrine fine 
sand, silt, and clay) were specified as no flow because 
the rate of ground-water-flow through these bound­ 
aries would be negligible compared to the rate of flow 
through the aquifer. Most of the lateral boundaries rep­ 
resenting the contact between the aquifer and bedrock- 
valley walls also were specified as no flow, except 
along the east boundary of the valley, where a head- 
dependent-flow boundary was used to represent flow 
from morainal deposits that are upgradient of the aqui­ 
fer along the east edge of the valley (fig. 10). Head- 
dependent flow boundaries were also used for the arbi­ 
trary boundaries at the ends of valleys to simulate 
either inflow to, or outflow from, the modeled area 
from valleys that extend beyond the study area. 
Streams bordering the aquifer were represented as 
streams with head-dependant leakage (Prudic, 1989); 
streambed conductance was computed from equation 
2 and an assumed vertical hydraulic conductivity (K) 
of 1.0 ft/d, a streambed thickness (/) of 1.5 ft, and an 
appropriate streambed area (A).

The heads used for the head-dependent bound­ 
aries were determined as follows:

(1) inflow from the ancestral Allegheny River val­ 
ley at Gowanda  757 ft, the measured water level in 
the municipal wells for the Village at Gowanda in the 
southern part of the study area,

(2) inflow from the buried-tributary valley now 
occupied by Clear Creek  880 ft, the elevation of

springs discharging from the backside of the Gowanda 
Moraine,

(3) unnamed buried tributary valley in the north­ 
ern part of the study area  785 ft, the estimated 
elevation of the headwater stream in the northern 
part of that valley, and

(4) outflow through the Cattaraugus Creek 
valley  630 ft, the streambed elevation in Cattarau­ 
gus Creek where it exits the modeled area.

The hydraulic conductivity of the aquifer was 
estimated from records of pumping and drawdown at 
municipal well no. 1. Specific capacity, calculated 
from pumping records from the Town of Collins Water 
Department, was 9.4 (gal/min)/ft on October 26,1992. 
Transmissivity (7), calculated from equation 1, was 
2,060 ft2/d, and hydraulic conductivity (K), calculated 
from an assumed aquifer thickness (b) of 20 ft at the 
municipal well site, was about 100 ft/d (K = T/b).

Town of Collins Municipal well no. 1 is pumped 
at a rate of 365 gal/min or 0.53 Mgal/d (70,300 ft3/d). 
The well is pumped for only 2 to 3 hours a day, how­ 
ever, to meet the average daily requirement of 0.08 
Mgal/d (10,700 ft3/d). A steady-state pumping rate of 
365 gal/min was specified in model simulations to rep­ 
resent maximum ground-water withdrawals for future 
needs.

Simulated Ground-Water Flow

Two simulations (models A and B) were run to 
represent different rates of recharge to the confined 
aquifer from the uplands bordering the east side of the 
aquifer. The rate of recharge specified along the east 
side of the valley affects the size and shape of the con­ 
tributing area to municipal well no. 1 because of its 
proximity to the well. Recharge could enter the con­ 
fined aquifer along the east side of the valley along 
two paths: (1) as precipitation infiltrating to the water 
table through the relatively permeable sediments that 
blanket the uplands, or (2) as runoff from unchanneled 
hillsides that seep into the ground along the edges of 
the valley, where the confined aquifer is close to land 
surface. A large conductance value (100 ft2/d), equiva­ 
lent to the hydraulic conductivity of a medium sand, 
was specified for the head-dependent-flow boundary in 
model A to represent a high rate of recharge from the 
uplands, and a much smaller conductance value (20 
ft/d), equivalent to the hydraulic conductivity of a fine 
sand, was specified for model B to examine the effect 
of less recharge from the uplands.
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Figure 11. Model grid showing boundary conditions in the Collins study area, Erie County, N.Y.
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Contoured hydraulic heads computed by the 
model for average steady-state conditions indicate 
similar general directions of ground-water flow in both 
models (fig. 12A and B), but the computed hydraulic 
heads in the buried tributary valley (now occupied by 
Clear Creek, fig. 10) were 15 to 20 ft higher in model 
A than in model B. Ground water in the buried tribu­ 
tary valley flows northwestward, where some moves 
toward the Town of Collins municipal well no. 1, and 
some continues northwestward into the ancestral 
Allegheny River buried valley.

With a pumping rate at municipal well no. 1 of 
365 gal/min (70,300 ft3/d), little or no ground water 
flows to the well from the ancestral Allegheny River 
buried valley or from the unnamed tributary valley to 
the north; all water in the ancestral Allegheny River 
buried valley flows northwestward and discharges 
from the modeled area either as underflow to the 
northwest or as discharge to Cattaraugus Creek along 
the southwest valley wall, and water in the unnamed 
tributary valley (fig. 12A) flows southward, then 
northwestward into the ancestral Allegheny River bur­ 
ied valley.

In both models, the rates of flow to and from the 
modeled area were calculated as the sum of contribu­ 
tions from each model cell within recharge areas and 
along discharge boundaries (table 4). Comparison of 
the two models indicates that only about one third as 
much recharge enters from the uplands along the east 
side of the valley in model B (88,400 ft3/d) as in model 
A (245,600 ft3/d) and, consequently, more water enters 
the confined aquifer from the other inflow boundaries 
in model B than in model A (table 4), except at Clear 
Creek, in which the rate of inflow is equal for both 
simulations.

The areas contributing recharge to municipal well 
no. 1, including areas within the confined aquifer and 
in adjoining uplands, as indicated by models A and B, 
are shown in figure 13. In model A, the aquifer and 
upland contributing areas to municipal well no. 1 were 
0.29 mi and 0.95 mi , respectively, and all water 
pumped from the municipal well (70,300 ft3/d) was 
derived from recharge from the uplands to the east. In
model B, the aquifer and upland contributing areas*y *y 
were larger (0.87 mi and 2.0 mi , respectively) and 84
percent of the water pumped (59,050 ft3/d) was 
derived from the uplands to the east, while the remain­ 
ing 16 percent (11,250 ft3/d) was derived from under­ 
flow in the buried-tributary valley now occupied by 
Clear Creek.

Reliability off Model Results

The amount of recharge entering the confined 
aquifer from the eastern uplands is an important factor 
in determining the area contributing recharge to well 
no. 1, and uncertainty in the recharge rate is a principal 
limitation in the interpretation of model results. If the 
recharge rate is relatively large (model A), the contrib­ 
uting area within the aquifer and uplands will be rela­ 
tively small (fig. 13A), whereas a smaller recharge rate 
(model B) would result in larger contributing areas in 
the aquifer and uplands (fig. 13B). The recharge rate 
could be relatively large if the confined aquifer crops 
out at land surface near the edge of the valley, where it 
would receive unchanneled flow from the adjacent 
uplands, but the recharge rate would be relatively 
small if the confined aquifer is overlain by fine­ 
grained deposits at the edge of the valley that impede 
the infiltration of runoff from the uplands.

The recharge rate along the 0.82-mi reach of val­ 
ley wall in the upland contributing area in model A is 
equivalent to 1.0 ft3/s per mile of valley wall, and the 
recharge rate along the 2.3-mi reach of valley wall that 
is in the upland contributing area in model B is equiva­ 
lent to 0.3 ft3/s per mile of valley wall. The presence of 
fine-grained deposits at the edge of the valley suggests 
that model B represents aquifer conditions in that area 
more accurately than model A and that the contribut­ 
ing area delineated with model B is larger and, there­ 
fore, more suitable as a basis for wellhead-protection 
measures, which require a conservative estimate of 
contributing-area size. Both rates of recharge are con­ 
siderably less than the recharge rate of 2.5 ft3/s per 
mile reported by Morrissey and others (1988) for 
unconfined aquifers in valleys in areas of high relief. 
The thin layers of fine-grained deposits that locally 
overlie sand and gravel deposits along the valley wall 
in this study area suggests that the recharge rate is less 
than that determined by Morrissey and others (1988).

The results of the simulations indicate that most 
or all of the water pumped by municipal well no. 1 is 
derived from the confined aquifer in the buried tribu­ 
tary valley now occupied by Clear Creek; therefore, 
this valley would be a logical area for future investiga­ 
tions to determine the extent, thickness, and hydraulic 
properties of the confined aquifer through test drilling 
and installation of observation wells for water-level 
measurements and aquifer tests. The simulation results 
also indicate that most of the water pumped from the 
municipal well is derived from runoff from the 
uplands to the east. The most suitable location to
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Figure 12 A. Map showing hydraulic head and directions of ground-water flow in Collins area, Erie County, N.Y. 
computed by steady-state simulation in Model A (high recharge rate)
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Figure 12 B. Map showing hydraulic head and directions of ground-water flow in Collins area, Erie County, N.Y. 
computed by steady-state simulation in Model B (low recharge rate)
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Figure 13 A. Map showing areas contributing recharge to municipal well No. 1, Town of Collins, Erie 
County, N.Y. in Model A (high recharge rate)

install test wells to investigate the hydraulic connec­ 
tion between the confined aquifer and water draining 
the uplands would be near the east edge of the valley 
in the aquifer and in the uplands. A chemical compari­

son of water samples of this area with samples from 
upland runoff could verify whether the uplands are the 
principal source of recharge to the confined aquifer.
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Figure 13 B. Map showing areas contributing recharge to municipal well No. 1, Town of Collins, Erie County, 
N.Y. in Model B (low recharge rate)

Holland Study Area

The Town of Holland is on the East Branch of 
Cazenovia Creek in southeastern Erie County (fig. 14). 
The Town's water supply consists of two wells that

supply 200,000 gal/d to about 1,700 residents. The 
two wells are 6 ft apart and were drilled to bedrock at a 
depth of 198 ft in 1932 (LaSala, 1968); both are 
reported to be screened in a basal, confined sand and 
gravel aquifer and the upper 10 ft of the bedrock. Usu-
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ally only one of the wells is pumped at any time. No 
detailed stratigraphic logs from these or other wells 
that screen deep, confined aquifers in the Holland area 
are available. The chemical quality of water from the 
Holland wells generally meets New York State drink­ 
ing-water standards, but the water is treated to remove 
iron and manganese and has slightly elevated concen­ 
trations of sodium (33 mg/L) and barium (1.3 mg/L) 
(G. Barren, Town of Holland, written commun., 
1995).

Hydrogeologic setting

The confined aquifer in which the Holland 
municipal wells are screened is in a narrow, glacially

scoured valley that trends northwest-southeast and is 
bordered on the south by the Lake Escarpment 
moraine, which rises 500 ft above the valley floor (fig 
15). The valley is underlain by Middle and Upper 

Devonian shale and is drained by the East Branch of 
Cazenovia Creek, which flows northwestward from 
the Lake Escarpment moraine to Lake Erie. The East 
Branch of Cazenovia Creek occupies a buried bedrocl 
valley carved by the preglacial Cazenovia River, which 
probably extends 30 mi southward to Ischua (fig. 14) 
(Calkins and others, 1974). Drilling logs and gravity 
measurements have delineated part of the buried valley 
between Holland and Sardinia (Calkins and others, 
1974); within this reach the buried valley near Chaffee 
5 mi south of Holland is filled with as much as 600 ft

Table 4. Simulated water budget for confined aquifer at Collins, in Erie County, N.Y. 
[Flow rates are in thousands of cubic feet per day]

Inflow Discharge

Source
Percentage 

Rate of total Location
Percentage 

Rate of total

Model A (high rate of recharge from adjacent uplands)

Runoff and lateral flow from unchanneled uplands 245.6 49.8

Underflow from buried ancestral Allegheny River 
valley

Underflow from tributary buried valley now occu­ 
pied by Clear Creek

Underflow from unnamed tributary valley 

Infiltration from Clear Creek 

Infiltration from North Branch Clear Creek 

TOTAL

115.5

94.8

21.9

14.0

2.0

23.4

19.2

4.4 

2.8 

0.4

493.8 100.0 

Model B (low rate of recharge from adjacent uplands)

Runoff and lateral flow from unchanneled uplands 88.4

Underflow from buried ancestral Allegheny River 129.1 
valley

Underflow from tributary buried valley now occu- ' '9.2 
pied by Clear Creek

Underflow from unnamed tributary valley

Infiltration from Clear Creek

Infiltration from North Branch Clear Creek

39.1

14.0

7.2

22.3

32.5

30.0

9.9 

3.5 

1.8

TOTAL 397.0 100.0

Town of Collins municipal well no. I 70.3 14.2

Cattaraugus Creek

Underflow to buried ancestral 
Allegheny River valley

North Branch Clear Creek

349.2 70.7

53.8 10.9

20.5 4.2

TOTAL 493.8 100.0

Town of Collins municipal well no. 1 70.3 17.7

Cattaraugus Creek

Underflow to buried ancestral 
Allegheny River valley

282.1 71.1

44.6 11.2

TOTAL 397.0 100.0
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of glacial sediments consisting of surficial sand and 
gravel underlain by thick deposits of clay till and 
lacustrine sand, silt, and clay with some confined sand 
and gravel layers (Miller and Staubitz, 1985).

The buried valley is plugged between Holland 
and Chaffee by the Lake Escarpment moraine, which 
was deposited at the ice margin during a widespread 
glacial readvance 13,000 to 14,000 years ago (Calkin, 
1982). The Lake Escarpment moraine is correlated 
with the Valley Heads moraine in central New York 
and was probably formed by similar processes (Calkin 
and others, 1974). The morainal sediments are hetero­ 
geneous   a study of the Valley Heads moraine in cen­ 
tral New York near Dry den, 125 mi to the east, by 
Miller (1993) identified several sand and gravel aqui­ 
fers separated by till and lacustrine deposits, some of 
which extend several miles on either side of the 
moraine.

Little information is available on the types of sed­ 
iments that form the Lake Escarpment moraine south 
of Holland. Till is present at land surface and is esti­ 
mated to be 50 ft thick. Several sand and gravel layers 
similar to those described by Miller (1993) near the 
Valley Heads moraine near Dryden could be buried 
within the moraine, but their extent and depth is 
unknown. The southern extent of the confined aquifer 
also is unknown. The presence of a buried aquifer at 
nearby Sardinia, 3 mi southwest of Chaffe (fig. 14) 
(Miller and Staubitz, 1985), and possible geomorphic 
similarity to a continuous confined aquifer beneath the 
Valley Heads moraine near Dryden (Miller, 1993), 
suggest that the confined aquifer tapped by the Hol­ 
land municipal well extends beneath the Lake Escarp­ 
ment moraine in this area. Additional stratigraphic 
information would be needed to verify this hypothesis, 
however.

The East Branch Cazenovia Creek valley north of 
Holland, is filled with recent alluvium and glacial sed­ 
iments up to 150 ft thick (fig. 16A) that form two aqui­ 
fers separated by lacustrine and till deposits. The 
lower, confined aquifer probably is an extensive ice- 
contact sand and gravel deposit that overlies the bed­ 
rock in most of the valley from the moraine 10 mi 
northward to East Aurora (fig. 14). The upper, uncon- 
fined aquifer consists of sand and gravel 10 to 20 ft 
thick deposited as alluvial fans along the valley walls. 
The intervening lacustrine silt and clay layer (30 to 
100 ft thick) was deposited in a proglacial lake that 
formed between the moraine and receding ice front. 
The till unit(s), 5 to 30 ft thick, were deposited by 
readvances of ice that reworked the lacustrine depos­ 
its. A spillway on the moraine drained the proglacial 
lake during its early phase (Miller and Staubitz, 1985). 
Two seismic-refraction surveys across the East 
Branch Cazenovia Creek valley near Holland indicate 
that the Holland wells are screened within the deepest 
part of the bedrock valley (fig. 16B).

Flowing artesian conditions are present in the 
confined aquifer in the valley north of Holland; that is, 
ground-water levels are above the top of the aquifer, 
and wells in the low parts of the valley flow at the land 
surface (fig. 16A). Artesian conditions indicate that 
recharge is entering the aquifer at high elevations from 
upland areas along the valley walls or on the moraine. 
Water-levels indicate that ground water discharges 
from the confined aquifer to the Holland wells and 
probably to the East Branch of Cazenovia Creek 
downvalley to the north, near East Aurora. Drillers
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report that water from the confined aquifer north of 
Holland is of poor quality and contains natural gas 
(Howard Maurer, Maurer Drilling Co., oral commun., 
1995) as a result of its proximity to the underlying 
shale bedrock.

A landfill near the hamlet of Chaffee, 5 mi south 
of Holland, is within the potential recharge area of the 
confined aquifer that supplies the Holland wells 
(fig. 15). The landfill is excavated in clay till on the 
Lake Escarpment moraine and has a leachate-collec- 
tion system that was installed around its perimeter in
1981 (Earth Dimensions, Inc., 1981). Although 
leachate from the landfill could potentially migrate 
downward through the till and northward toward Hol­ 
land, no evidence of contamination was discovered at 
wells in the landfill vicinity sampled by the USGS in
1982 or 1983 (Miller and Staubitz, 1985).

Model design

Ground-water flow through the confined aquifer 
screened by the Holland wells was represented as a 
two-layer system consisting of the confined aquifer 
(layer 2) and the overlying glacial sediments (layer 1). 
Three steady-state simulations (models A, B and C) 
were run to examine differing interpretations regard­ 
ing the major sources of recharge to the confined aqui­ 
fer. The results can be interpreted only qualitatively, 
however, because information on ground-water levels 
and flow rates was insufficient for model calibration. 
Nevertheless, the model illustrates the important fea­ 
tures of the ground-water flow system.

The lower and lateral boundaries of the modeled 
area were specified as no-flow and correspond to the 
floor and walls of the bedrock valley that contains the 
confined aquifer (fig. 17A). The width of the aquifer 
was assumed to be 1,000 ft, as indicated by seismic- 
refraction profiles of the deepest part of the bedrock 
valley (fig. 16B). The upgradient (southern) extent of 
the confined aquifer is unknown; this boundary was 
specified as a head-dependent-flow boundary where 
the bedrock valley widens beneath the Lake Escarp­ 
ment moraine. The elevation of this southern bound­ 
ary was interpolated from the hydraulic gradient in the 
confined aquifer (fig. 16A). The downgradient (north­ 
ern) boundary was also specified as a head-dependent- 
flow boundary at the location of a test boring in which 
water levels were measured (fig. 16A). The modeled 
area was divided into a variably spaced grid containing 
50 rows and 200 columns. Cell widths (perpendicular 
to the valley axis) represented 50 ft, and cell lengths

ranged from 100 ft near the Holland wells to 200 ft at 
the northern and southern boundaries. The model rep­ 
resents an area of 1.4 mi2 (886 acres) and contains 
4,878 active cells.

Ground water was assumed to flow horizontally 
northward through layer 2 (confined aquifer) from the 
bedrock valley south of Holland (fig. 17A), and verti­ 
cally upward or downward through layer 1 (morainal 
and lacustrine sediments overlying the confined aqui­ 
fer). The rate and direction of flow was controlled 
partly by the elevation of a constant-head boundary 
representing the water table in the upper glacial sedi­ 
ments. The altitude of the water table was assumed to 
parallel land surface and was interpolated from water 
levels observed in wells and test borings, and from the 
channel elevations of perennial streams. Flow to a sin­ 
gle municipal well was simulated.

The rate of vertical flow through layer 1 was 
largely proportional to the vertical hydraulic conductiv­ 
ity specified for morainal sediments, which are hetero­ 
geneous, and the vertical hydraulic conductivity 
assigned to this unit (layer 1) represented the most per­ 
meable flow paths from land surface to the confined 
aquifer below. Models A and C used a value of 1 ft/d, 
equivalent to silty sand (table 6); model B used lower 
values to represent finer particle sizes. The vertical 
hydraulic conductivity of the lacustrine sediments in all 
models, based on permeameter tests of samples of lacus­ 
trine sediments deposited by a proglacial lake in the 
Genesee River valley south of Rochester, N. Y. (Alpha 
Geoscience, 1995), was specified as 3 x 10~5 ft/d.

A strip of cells along both lateral boundaries of 
layer 1 were assigned a vertical hydraulic-conductivity

Table 5. Values assigned to aquifer properties in ground- 
water flow model of Holland area

Aquifer property Model A Model B Model C 

Transmissivity of confined
aquifer (fr/d)

Vertical hydraulic conduc­ 
tivity (ft/d):

2,500 2.500 2,500

morainal sediments 1 0.1 1

lacustrine sediments 3 x 10~5 3 x 10~5 3 x 10~5

along valley walls 1 1 1

Conductance of southern
boundary (ft2/d) 630 630 63
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of 1 ft/d to represent vertical leakage from upland 
areas through relatively permeable deposits that are 
assumed to mantle the valley walls (fig. 17B). Ice- 
contact material and inwash consisting of sand and 
gravel are commonly deposited along the valley walls 
by meltwater or by streams draining the surrounding 
uplands (Ridge, 1991) and could extend along the val­ 
ley walls from land surface down to the confined aqui­ 
fer, providing a flow path for ground-water recharge. 
Ground water also could enter the confined aquifer as 
downward flow from the weathered bedrock in the till- 
covered uplands. Recharge from upland areas proba­ 
bly is an important source of water to the confined 
aquifer; estimated recharge rates in areas of high 
relief typically exceed 2.5 (ft3/s)/mi or 41 (ft3/d)/ft in

three unconfined aquifers in the glaciated northeast 
(Morrissey and others, 1988). This value is assumed 
to be the maximum rate of recharge to the confined 
aquifer because its hydraulic connection with the till- 
covered bedrock uplands is probably limited by fine­ 
grained sediments in the confining layer.

The hydraulic conductivity of the confined aqui­ 
fer (layer 2) was estimated from records of drawdown 
and pumping from the Holland wells (LaSala, 1968). 
The specific capacity of Holland well no. 1 was com­ 
puted to be 9 (gal/min)/ft, which corresponds to a 
transmissivity value of 2,500 ft2/d calculated from 
equation 1. This value was also used to compute the 
conductance of the head-dependent flow boundaries at 
the north and south ends of the confined aquifer. The 
hydraulic head assigned to these boundaries was inter­ 
polated from ground-water levels measured in wells or 
test borings screened in permeable deposits beneath 
the lacustrine sediments. Holland municipal wells

o

pump water at an average daily rate of 26,700 ft/d 
(140 gal/min) (G. Barren, Town of Holland, oral com- 
mun., 1995).

Simulated ground-water flow

The hydraulic heads in the confined aquifer com­ 
puted for average steady-state conditions in model A 
(fig. 18) indicate that ground water flows from the 
Lake Escarpment moraine northward toward the Hol­ 
land wells, then northward to East Aurora (fig. 14). 
The hydraulic gradient is steepest beneath the moraine 
and flattens to the north. The computed hydraulic 
head at the Holland wells was 1,093 ft, slightly higher 
than the observed hydraulic head of 1,087 ft measured 
during a period of pumping in the 1960's (LaSala, 
1968). Computed heads 2 mi north (downgradient) of 
the Holland wells were 25 ft lower than the observed 
level of 1,046 ft measured in a well screened in the 
confined aquifer; this discrepancy could indicate that 
the hydraulic conductivity of the confined aquifer 
decreases north of Holland, or that discharge from the 
confined aquifer along the valley walls is less than 
assumed. Neither of these possibilities was investi­ 
gated with model simulations, however.

Rates of flow to and from the modeled area were 
calculated as the sum of flow into or out of each model 
cell within recharge areas and along discharge bound­ 
aries (table 6). Underflow from areas south of the 
modeled area accounted for 45 percent of the com­ 
puted inflow to the confined aquifer; nearly half (48 
percent) of the inflow was derived from recharge
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through the morainal deposits within the modeled 
area, and the rest was derived from recharge along the 
valley walls. Discharges from the modeled area 
included (1) pumpage from one Holland municipal 
well (23 percent), (2) upward flow through morainal 
sediments (58 percent) and along the valley walls (13 
percent), and (3) underflow to downgradient areas 
north of the modeled area (6 percent).

The distribution of upward and downward verti­ 
cal flow between layer 1 and layer 2 indicates that 
most of the predicted recharge through the morainal 
sediments discharges to land surface at lower topo­ 
graphic elevations within the moraine and could repre­ 
sent discharge to springs. Upward flow from layer 2 in 
model A also occurs along the valley walls near the 
northern boundary of the model and could discharge 
through the unconfined aquifer (not represented in the 
model) to the East Branch of Cazenovia Creek. 
Almost no flow discharges through the lacustrine sedi­ 
ments.

The average rate of recharge throughout the 
morainal sediments (19 in/yr) is close to the rate of 18 
in/yr obtained from calculations of annual base flow 
by Lyford and Cohen (1988, fig. 3), but the recharge 
rate of more than 36 in/yr in some cells is unrealisti- 
cally large, indicating that the assigned vertical 
hydraulic conductivity could be too large as well. The 
average rate of recharge from upland areas along the 
valley walls is about 30 ftVd per foot of valley wall, 
which is less than the assumed maximum rate of 41 
ft3/d per foot (2.5 ft3/s per mile) reported for uncon­ 
fined aquifers in the Northeast by Morrissey and oth­ 
ers (1988).

In model A the area contributing recharge to the 
Holland municipal well from morainal sediments is 
smaller than 0.1 mi2 (40 acres) (fig. 19B); recharge 
from these morainal sediments accounts for about 35 
percent of the water pumped from the wells; the 
remaining 65 percent is derived from an upgradient 
part of the confined aquifer that represents 0.34 mi2 
(220 acres) within the modeled area (fig. 19A). Water 
flowing through this part of the aquifer is derived from 
recharge from upgradient parts of the moraine outside 
the modeled area. Little information is available to 
determine the exact location of these recharge areas, 
however.

Table 6. Water budget for confined aquifer at Holland, Erie 
County, N.Y., under average steady -state conditions in 
model A 
[Flow rates are in thousands of cubic feet per day]

Source

Moraine

Valley wall

Underflow

TOTAL

Inflow Discharge

Percentage 
Rate of total Location

56.1

8.2

52.1

116.4

48

7

45

100

Moraine

Valley wall

Underflow

Holland

Percentage 
Rate of total

67.5

15.1

7.1

26.7

116.4

58

13

6

23

100

Reliability of model results

Uncertainty as to the extent of the confined aqui­ 
fer in the Holland area and the rate of ground-water 
flow through it are the principal factors limiting the 
reliability of model results. Little is known about the 
extent of the confined aquifer either across the valley 
or southward beneath the Lake Escarpment moraine; 
additional information on the extent of the confined 
aquifer would be needed to accurately delineate the 
areas that contribute recharge to the Holland wells. 
The computed rate of inflow to the confined aquifer is 
dependent on the aquifer transmissivity and the verti­ 
cal hydraulic conductivity of morainal sediments   
changes in these values in the model would affect the 
size of the resulting contributing areas. The values of 
the hydraulic properties specified in the model could 
not be calibrated because too little information is 
available on the distribution of hydraulic head within 
the glacial sediments to allow comparison of com­ 
puted hydraulic heads with measured ground-water 
levels.

Uncertainty as to the sources of recharge to the 
confined aquifer was considered in alternative models 
that represented other rates of inflow from upgradient 
boundaries (table 5). These results indicate that the 
boundary of the area within the confined aquifer con­ 
tributing recharge to the Holland well is relatively 
insensitive to the rate of leakage through the morainal 
sediments (model B) or to underflow from the upgra­ 
dient areas to the south (model C). The boundary of 
the area that contributes recharge from morainal sedi­ 
ments is sensitive to the rate of leakage through the 
sediments, however. Decreasing the vertical hydraulic 
conductivity of the morainal sediments by a factor of

32



78°34' 78°32'

42°40'

42°38'

42°36'

EXPLANATION

EXTENT OF MODELED AREA 

UPLAND DRAINAGE AREA 

VALLEY ALLUVIUM 

MORAINAL DEPOSITS _

LINE OF EQUAL COMPUTED 
HYDRAULIC HEAD- Interval is 
20 ft. Datum is sea level.

0 MUNICIPAL WELL-- Number is 
1087 water-level altitude, in feet.

  PRIVATE WELL-- Number is 
1046 water-level altitude, in feet.

BORING-- Number is 
966 water-level altitude, in feet.

Inflow from 
upgradient boundary

Base modified from U.S. Geological Survey digital data, 1:100,000,1983 
New York coordinate system, West zone.

Figure 18. Map showing steady-state distribution of hydraulic head computed by model A 
in Holland area, Erie County, N.Y.

Methods Analysis 33



10 (model B), decreased the leakage rate through the 
moraine by 80 percent and the total inflow to the mod­ 
eled area by 35 percent; it also increased the rate of 
underflow through the southern boundary by 20 per­ 
cent and decreased the discharge of ground water 
upward through the moraine by 50 percent. In this 
model, the water pumped from the Holland well was 
derived mainly from underflow through the southern 
boundary, and leakage through the morainal sediments 
represented less than 10 percent of the flow to the well.

Decreasing the conductance of the southern, 
head-dependent-flow boundary by a factor of 10 to 
decrease underflow from upgradient areas south of the 
modeled area (model C) increased leakage through the 
moraine by 50 percent and caused no change in the 
total inflow. It also increased the size of the area con­ 
tributing recharge to the Holland wells through the 
morainal sediments by 32 percent  from 0.063 mi2 
(40 acres) in model A to 0.083 mi2 (53 acres) in model 
C, and more than doubled the percentage of pumped 
ground water that was derived from leakage through 
the morainal sediments (from 35 percent in model A to 
75 percent in model C).

All three models are equally plausible. The 
uncertainty in the lateral extent of the confined aquifer 
could be decreased if additional data could be pro­ 
vided from test drilling and additional seismic-refrac­ 
tion surveys north and south of Holland, but the 
southern limit of the confined aquifer beneath the Lake 
Escarpment moraine would be more difficult and 
costly to determine because the overlying glacial sedi­ 
ments are several hundred feet thick. Borehole geo­ 
physical-logging of existing wells could help define 
the stratigraphy beneath the moraine, but additional 
test drilling would provide information on the stratig­ 
raphy of glacial sediments that would help delineate 
aquifer boundaries, and also would provide water- 
level data. Installation of new wells at the Holland 
well field and in areas up- and downgradient of the 
well field would provide additional sites for ground- 
water sampling, and water-level measurements.

The rate of ground-water flow through the aquifer 
could be estimated through ground-water-isotope stud­ 
ies to indicate the age of the water and, thus, its veloc­ 
ity. This information could be used to estimate 
vertical hydraulic-conductivity values used in the 
model and provide estimates of the rate of the leakage 
through the morainal sediments. These studies would 
require a water-well survey between Holland and 
Chaffee to locate wells from which water samples

could be obtained and analyzed for isotopes and at 
which water levels could be measured. This informa­ 
tion could be used to determine the age of ground 
water and the distribution of hydraulic head needed to 
calibrate the model.

SUMMARY

Areas that contribute recharge to municipal wells 
screened in three glacial aquifers in Erie County were 
delineated through conceptual, steady-state ground- 
water flow models that were based mostly on hydro- 
geologic information compiled from previous studies 
and from additional data collected during this 1994 
study. The aquifers are confined glacial deposits of 
sand and gravel that supply water to small water sys­ 
tems serving the Village of Alden and the Towns of 
Collins and Holland; each system serves less than 
5,000 people. Field surveys, including seismic-refrac­ 
tion profiles, stream-discharge measurements, and 
streambed inspections, were conducted to obtain addi­ 
tional information on depth to bedrock and the degree 
of hydraulic connection between aquifers and streams.

The ground-water flow models represented aqui­ 
fer geometry and boundaries, and used estimates of 
aquifer properties derived from specific capacities of 
municipal wells and values of hydraulic properties 
reported in previous studies. The Alden area models 
were calibrated to measured ground-water levels and 
discharge to Spring Creek, but the Collins and Holland 
area models were based on the directions of ground- 
water flow indicated by known water levels because 
the data were insufficient for calibration. The rates and 
directions of ground-water flow computed through 
steady-state simulations were used with a particle- 
tracking routine developed by Pollock (1989) to gener­ 
ate ground-water flow paths and delineate contributing 
areas to wells. Rates of recharge to each contributing 
area were obtained as the sums of contributions from 
each model cell along model boundaries within the 
contributing area. Upland areas outside the modeled 
area that bordered the contributing areas were delin­ 
eated from maps of land surface topography and the 
boundaries of watersheds draining to the model 
boundary within the contributing area. These areas 
were assumed to contribute recharge as underflow and 
unchanneled runoff.

Uncertainty in the size and shape of the areas 
contributing recharge to the municipal wells was 
examined through a comparison of areas delineated by
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models representing alternative hypotheses concerning 
aquifer boundaries and properties. The largest con­ 
tributing areas to municipal wells represent a conser­ 
vative estimate of contributing-area size needed in the 
design of wellhead-protection measures. Comparison 
of results from the alternative models indicated what 
additional information would be needed to refine the 
models and thereby decrease the uncertainty in the 
rates and directions of ground-water flow and in the 
delineation of contributing areas to municipal wells.

Alden

The Village of Alden water has four wells that 
supply about 300,000 gal/d (40,000 ft3/d) to 2,450 
people. These wells tap a shallow, confined aquifer 
5 to 20 ft thick just north of the Marilla Moraine. The 
aquifer is overlain by a semiconfining layer up to 20 ft 
thick and by an unconfined aquifer that consists of 
sand and gravel 10 to 20 ft thick. The confined aquifer 
overlies Devonian shale bedrock, the top 5 to 10 ft of 
which is probably weathered and highly fractured.

The northern extent of the confined aquifer is 
uncertain but is assumed to coincide with that of the 
unconfined aquifer, which can be readily identified 
from land-surface topography and soils maps. Ground- 
water flow was simulated with two-layer models repre­ 
senting the confined sand and gravel aquifer and the 
underlying weathered bedrock. Discharge boundaries 
in the models included (1) wells, (2) perennial streams 
and springs in the layer representing the sand and 
gravel aquifer, and (3) underflow to downgradient areas 
in the layer representing the bedrock. Recharge bound­ 
aries included underflow from upgradient area and 
recharge to the layer representing the confined sand 
and gravel aquifer to account for downward leakage of 
precipitation from the unconfined aquifer through the 
semiconfining layer of fine-grained sediments. Con­ 
veyance losses in the Village's water-supply network 
were represented by additional recharge along the 
southern boundary within the village limits.

The models were calibrated to measured ground- 
water levels in 18 wells during 1979-82, and measured 
ground-water discharge to Spring Creek, through 
MODFLOWP, a parameter-estimation method that 
uses nonlinear regression. Transmissivity of the con­ 
fined aquifer was estimated to be 2,100 ft2/d, about 
half the value estimated from the specific capacities of 
Alden wells no. 3 and 4. Recharge from downward 
leakage through the semiconfining layer was estimated

to be 5.6 x 10~3 ft/d (24 in/yr), which is larger than the 
estimate of 18 in/yr obtained from average annual 
baseflow.

The computed hydraulic heads indicate that 
ground water flows northward from the upland (south­ 
ern) boundary toward streams and springs that drain 
the aquifer. About 85 percent of the ground water that 
exited the modeled area discharged to streams, of 
which two  Cayuga Creek and a large tributary to 
Ellicott Creek  accounted for 70 percent of the total 
discharge. Pumping from the four municipal wells 
accounted for 6 percent of the total ground-water dis­ 
charge. Nearly all water entering the confined aquifer 
was derived from vertical leakage through the semi- 
confining layer. The contributing areas to the munici­ 
pal wells encompass from 0.05 to 0.07 mi2 (29 to 45 
acres), and ground water that enters the confined aqui­ 
fer at the southern boundary takes 1 to 2 years to reach 
the municipal wells, as calculated from an assumed 
effective porosity of 0.2 for the sand and gravel. Less 
than 7 percent of the water pumped by municipal wells 
originates from upland areas south of the aquifer, 
except for well no. 2 which derives 28 percent of its 
discharge from upland areas.

Results obtained with two alternative models 
indicate that, whereas relatively large aquifer-trans- 
missivity values have little effect on the extent of the 
contributing area, decreased transmissivity values sig­ 
nificantly increase the contributing area. Decreased 
rates of vertical leakage through the semiconfining 
layer also increased the contributing area and required 
a smaller aquifer-transmissivity value to reproduce the 
measured distribution of hydraulic head. In one alter­ 
native model, the vertical-leakage rate was lowered 40 
percent to 2.3 x IO"3 ft/d (10 in/yr), and the aquifer 
transmissivity value (estimated by regression) was 
lowered 40 percent to 860 ft/d; as a result, the sizes of 
the contributing areas to the municipal wells increased 
by 40 to 90 percent, and the municipal well pumpage 
doubled from 7 percent of the total ground-water dis­ 
charge to 14 percent. The uncertainty in aquifer con­ 
ditions and in contributing areas delineated from 
model simulations could be decreased if additional 
information on the rate of ground-water flow through 
the aquifer were obtained, such as by measuring 
streamflow to estimate ground-water discharge, or 
installing monitoring wells in weathered bedrock 
south of the aquifer to provide information on the rate 
of underflow to the aquifer from areas beyond the 
boundary of the confined aquifer.
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Collins

The Town of Collins study area is characterized 
by buried valleys filled with glacial-drift deposits. The 
upper parts of the valley-fill deposits typically consist 
of a 10- to 90-ft thickness of alluvial and deltaic sand 
and gravel underlain by a sequence of mostly fine­ 
grained sediments (till and glaciolacustrine fine sand, 
silt, and clay) that ranges in thickness from 50 to 350 
ft. These sediments are underlain by a basal sand and 
gravel deposit that typically ranges from 10 to 80 ft 
thick.

The Town of Collins municipal well no. 1 taps a 
confined sand and gravel aquifer in a buried-tributary 
valley now occupied by Clear Creek. The confined 
aquifer is recharged by: (1) precipitation that infiltrates 
to the water table where the aquifer is exposed at land 
surface at the Gowanda Moraine to the east, (2) infil­ 
tration of runoff and lateral flow of ground water from 
unchanneled upland hillsides along the east side of the 
valley, (3) infiltration from streams that flow over the 
confined aquifer where it is exposed in places along 
the edges of the valley, and (4) underflow from upgra- 
dient parts of the buried bedrock valleys to the north, 
east and south. Ground water discharges from the 
confined aquifer: (1) to pumped wells, (2) to the west 
in the ancestral Allegheny River valley, and (3) into 
Cattaraugus Creek along the south edge of the valley.

Ground-water flow was simulated with a one- 
layer numerical model representing average steady- 
state conditions in the basal confined aquifer in the 
buried valleys. Two alternative models were devel­ 
oped: model A used a large conductance value (100 
ft /d) along the head-dependent inflow boundary to 
represent a large rate of recharge from the uplands, 
and model B used a small conductance value (20 ft2/d) 
for the same boundary. The smaller value is probably 
more realistic because fine-grained deposits that over­ 
lie the aquifer along the edges of the valley would 
retard the infiltration of runoff from uplands to the 
confined aquifer.

In model A (high recharge rate), the area contrib­ 
uting recharge to well no. 1 from the aquifer was 
0.29 mi2, and the area contributing recharge from the 
upland areas was 0.95 mi2; the corresponding areas in 
model B (low recharge rate) were 0.87 mi2 and 2.0 mi2 
(560 and 1300 acres), respectively. All water pumped 
by the municipal well (70,800 ft /d) in model A was 
derived from uplands to the east, whereas in model B, 
59,600 ft /d (84 percent) of the pumped water was 
derived from the uplands to the east, and 11,200 ft3/d

(16 percent) was derived from underflow through the 
buried-tributary valley now occupied by Clear Creek. 

Results of both models indicate that most water 
pumped from the municipal well is derived from 
recharge that enters the confined aquifer from the 
uplands to the east. This finding could be confirmed if 
test wells were drilled along the edge of the valley to 
examine the hydraulic connection between the con­ 
fined aquifer and ground water draining from the 
uplands. The principal source of recharge to the con­ 
fined aquifer could be identified through a chemical 
comparison of water samples from these wells with 
samples of upland runoff.

Holland

The Town of Holland's water supply is provided 
by two wells, pumped one at a time, to provide 
200,000 gal/d to about 1,700 residents. The wells tap 
a deep, confined aquifer within in a narrow, glacially 
scoured valley now occupied by East Branch Cazen- 
ovia Creek which flows northwestward and is bor­ 
dered to the south by the Lake Escarpment moraine. 
The confined aquifer consists of sand and gravel over­ 
lain by lacustrine silt and clay. The lacustrine sedi­ 
ments are overlain by till 5 to 30 ft thick and by an 
unconfined aquifer consisting of sand and gravel 10 to 
20 ft thick.

The confined aquifer is assumed to be 10 to 20 ft 
thick and probably extends northwestward within the 
valley as far as East Aurora; its southward limit is 
unknown but could be near Sardinia, where a buried 
aquifer has been mapped. The confined aquifer in the 
valley north of Holland is artesian, suggesting that 
recharge enters the aquifer at high elevations from 
upland areas along the valley walls or on the moraine.

Ground-water flow through the confined aquifer 
was simulated with a two-layer model representing the 
confined aquifer and overlying glacial sediments. 
Data on ground-water levels and flow rates were insuf­ 
ficient for model calibration, but the model illustrates 
important features of the ground-water-flow system. 
The lower and lateral boundaries of the modeled area 
(walls and floor of the bedrock valley) were specified 
as no-flow, and the aquifer width was assumed to be 
1,000 ft, which corresponds to the deepest part of the 
bedrock valley as delineated by seismic-refraction pro­ 
files. The upgradient (southern) and downgradient 
(northern) boundaries were specified as a head-depen­ 
dent flow.
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A constant-head boundary representing the water 
table in the upper model layer simulated recharge to 
the confined aquifer from downward leakage of pre­ 
cipitation through the glacial sediments. The rate of 
recharge to the confined aquifer was proportional to 
the vertical hydraulic conductivities specified for 
morainal sediments (1 ft/d) and lacustrine sediments(3 
x 10~5 ft/d). A strip of model cells along both no-flow 
boundaries in the upper model layer was assigned ver­ 
tical hydraulic-conductivity values of 1 ft/d to repre­ 
sent vertical leakage from upland areas through 
relatively permeable deposits that are assumed to man­ 
tle the valley walls. Transmissivity of the confined 
aquifer was estimated, from the specific capacity of 
Holland well no. 1, to be 2,500 ft2/d.

The computed distribution of hydraulic heads in 
the confined aquifer indicates that ground water flows 
from the Lake Escarpment moraine northward toward 
the Holland municipal well and then northwestward 
towards East Aurora. Underflow from areas upgradi- 
ent (south) of the modeled area were nearly equal to 
recharge through the morainal deposits within the 
modeled area and together, they accounted for 93 per­ 
cent of the computed inflow to the confined aquifer. 
Discharges from the modeled area included: (1) pump­ 
ing from Holland well no. 1 (23 percent), (2) upward 
flow through morainal sediments (58 percent), (3) 
upward flow along the valley walls (13 percent), and 
(4) underflow to downgradient areas north of the mod­ 
eled area (6 percent). The area contributing recharge 
to the Holland municipal well from morainal sedi­ 
ments covers an area of 0.063 mi2 (40 acres) and pro­ 
vided about 35 percent of the ground water pumped by 
the well; the remainder of the water pumped by the 
well flows through a 0.34-mi2 part of the confined 
aquifer within the modeled area and extending south­ 
ward to upgradient areas outside the modeled area.

The average rate of recharge through the morainal 
sediments (19 in/yr) computed by the model is close to 
the rate of 18 in/yr estimated from annual base flow, 
but the computed recharge rate in some models cells 
exceeds 36 in/yr, which is unrealistic and indicates 
that the assumed vertical hydraulic conductivity of the 
morainal sediments (1 ft/d) could be too large as well. 
When the vertical hydraulic conductivity of the 
morainal sediments was reduced to 0.1 ft/d (model B), 
the water pumped by the municipal well was derived 
mainly from underflow through the southern bound­ 
ary, and leakage through the morainal sediments 
accounted for less than 10 percent of the flow to the 
well. When the conductance of the southern, head- 
dependent-flow boundary was reduced by a factor of 
10 (model C) to limit underflow from upgradient areas 
south of the modeled area, the area contributing 
recharge to the municipal well through the morainal 
sediments increased 33 percent to 0.083 mi2 (53 
acres), and the percentage of the pumped ground water 
that was derived from leakage through the morainal 
sediments doubled.

The southern limit of the confined aquifer 
beneath the Lake Escarpment moraine would be diffi­ 
cult and costly to determine because the glacial sedi­ 
ments are several hundred feet thick. Seismic 
refraction surveys and borehole geophysical surveys in 
existing wells could help define the extent of the aqui­ 
fer and the stratigraphy of glacial sediments that form 
the moraine, and a water-well survey between Holland 
and Chaffee could identify wells from which water 
samples could be obtained for geochemical analyses 
and at which water levels could be measured. These 
data could indicate the age of ground water and, thus 
its velocity and could provide a sufficient basis for 
model calibration. | |
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